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MATERIAL SAFETY DATA SHEET
DR LUBRICANTS, INC.

24 HOUR EMERGENCY ASSISTANCE GENERAL MSDS ASSISTANCE
(260)833-3173 (260)484-0301
CODE:O

HAZARD RATING> LEAST-0 SLIGHT-1 MODERATE-2 HIGH-3 EXTREME-4

DR LUBRRICANTS, INC, DATE: 9/8/03
4611 NEWAYGO ROAD, SUITE D
FORT WAYNE, IN 46808 TELEPHONE NUMBER: (260)484-0301

=

SECTION 1 - PRODUCT IDENTIFICATION

rrODUCT : TUBELUBE-TLP (Aeroquip Asrolube, part # 222070)

SECTION II - COMPOSITION AND HAZARDOUS INFORMATION*

OCCUPATIONAL
WT, PERCENT EXPOSURE LIMITS
CHEMICAL NAME CAS NUMBER ISLESS THAN (TLV-TWA) (TLV-STEL)
PETROLEUM SMQM3
HYDROCARBON 64742-57-0 80.0 N AIR

*ITEMS NOT SHOWN ARE NOT LISTED IN THE OSHA - T.5.C.A. HAZARDOUS
CHEMICALS LISTING.

SECTION IIT - PHYSICAL DATA

BOILING RANGE © NA YAPOR DENSITY :NA

ODOR t PETROLEUM ODOR EVAPORATION RATE : NA
APPEARANCE ¢ AMBER LIQUID SOLUBILITY : INSOLUBLE
VOLATILE BY WEIGHT : NA PRODUCT DENSITY :0.900

VOLATILE BY VOLUME : NA

Y

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLAMMABILITY CLASSIFICATION: NA FLASH POINT: >400F LEL: Na

(CLEVELAND OPEN CUP) UEL: NA
DOT - NOT REGULATED

EXTINGUISHING MEDIA: CARBON DIOXIDE, DRY CHEMICAL, FOAM







